
Transformers           UTR

www.unvls.com      |      sales@unvls.com      |      P: (888) 866-4765      |      F: (888) 806-5557 TR

TR

MATERIAL / FEATURES

FINISH

DIMENSIONS

APPLICATIONS

MODELS

ELECTRICAL

• 304 Stainless Steel Case

• ETL Approved to UL1838

• Bottom panel pre-punched ready for 1.25” conduit

• Quick Mount bracket allowing for mounting without
templates

• Sealed removable, lockable, hinged door

• Pre-Punched knockouts with easy remove inserts for
Photocell or hardwire installations

• Removable project card for easy field updates

• No tool access bottom panel

• Field serviceable

• Supplied with (2) 12” x 1.25” PVC Conduit,
(1) 1.25” coupling, (1) 1.25” male adapter with locknut

• Muted Stainless Steel Case

• Corrosion Resistant internal power panel

• 7” W x 13” H x 6.5” D

• LED Lighting Systems

• Water Feature Lighting

• Landscape Lighting Projects

• UTR100SS 100w 11,12,13,14 Volt Toroid Core

• UTR200SS 200w 11,12,13,14 Volt Toroid Core

• UTR300SS 300w 11,12,13,14 Volt Toroid Core

• 6’ Heavy Duty Power Cord

• Large terminal blocks w/ 30° tilt for easy wiring access

• Primary side thermal protection

• 2 Commons per circuit

• Secondary side magnetic circuit breakers

 – 100 Watt 8.5 AMP  300 & 600 Watt 25 AMP

• Fully encapsulated TOROID core

• Internal wiring rated at 125° C

• 115 AMP rated terminal block

• Primary AMP loop for total Amperage testing

• Easy mount knockout for Photocell

• Easy knockout for hard wiring (see wiring diagram)

WARRANTY

LIFETIME

UTR600SS

READY


