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key features
•ideal for steps, stairs, niches and retro fit  
 installs
•easily installs with clip or construction   
 adhesive
•Miniature size allows for simple install
•dimmable*

product specification
material
voltage
lead wire
dimmable

light 
projection

cast aluminum - epoxy led
11-13v ac/dc
71” Spt-2
Yes* (See below)

2-3 ft avg (led-rc-0.25w)
4-5 ft avg (led-rc-1w)
5-6 ft avg (led-rc-2w)

MODEL
LED

KELVIN
LUMENS

LIGHT SPREAD
DIMENSIONS

MODEL
LED

KELVIN
LUMENS

LIGHT SPREAD
DIMENSIONS

LED RC 0.25 AC
0.25W
2700 OR 3500K
20
2-3 FT  AVG
1-3/4”W X 1/2”H X 1/4”D

LED RC 1 AC
1W
2700 OR 3500K
80
3-4 FT  AVG
2-3/8”L X 1/2”W X 1/4”H

Key Features
• Ideal for Steps, Stairs, Niches and Retrofit Installs
• Easily Installs with Clip or Construction Adhesive
• Miniature Size Allows for Simple Installation
• Powers Off Standard AC Transformers
• Dimmable with LED Dimmer and Power Supply 

MODEL
LED

KELVIN
LUMENS

LIGHT SPREAD
DIMENSIONS

LED RC 2 AC
2W
2700 OR 3500K
160
4-6 FT  AVG
4-3/4”L X 1/2”W X 1/4”H
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STEP DECK LIGHTING   WWW.LIGHTCRAFTOUTDOOR.COM36

SURFACE MOUNTED LED STEP LIGHT SERIES
Our flush step lights are designed as accent lights for steps, stairs and niches.
Easy installation - attaches to any surface without a housing box.

Back Side Mounting View
Our Surface Mount Step Light line includes a back 
mounting plate with 4 screws and anchors, a 
replaceable LED module and the front visor. 

NO J BOX!
MOUNTS WITH 4  SCREWS.

STEP LIGHT 4 
SURFACE MOUNT

MODEL
LED

KELVIN OPTIONS
LENS

MATERIAL
FINISH

MOUNTING
LIGHT SPREAD

LED SD V 4
1W
2700K OR 3500K
FROST ACRYLIC
CAST BRASS
NATURAL BRONZE (NBZ)
SURFACE MOUNT (SEE BELOW)
3-4 FT AVG

STEP LIGHT 7 
SURFACE MOUNT

NICHE LIGHT SERIES

MODEL
LED

KELVIN OPTIONS
LENS

MATERIAL
FINISH

MOUNTING
LIGHT SPREAD

LED SD V 7
2W
2700K OR 3500K
FROST ACRYLIC
CAST BRASS
NATURAL BRONZE (NBZ)
SURFACE MOUNT (SEE ABOVE)
4-5 FT AVG

41/8”W

19/16”H

7/8”EXT.

613/16”W

19/16”H

7/8”EXT.

MICRO NICHE MINI NICHE MIGHTY NICHE

COMPLETE UNIT
MASONRY BRACKET INCLUDED
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KELVIN
LUMENS

LIGHT SPREAD
DIMENSIONS
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led-rc

FIXTURE configuration

wattage
0.25w

1w

2w

20 lm+

80 lm+

160 lm+

kelvin temperature
27k

35k

2700k

3500k

step 1

micro niche
LED-RC-0.25W

mINI niche
LED-RC-1W

MIGHTY niche
LED-RC-2W

*PRIMARY SIDE DIMMING: Requires LED magnetic low voltage (MLV) or LED 
electronic low voltage (ELV) dimmable transformer and compatible LED dimmer 
(MLV OR ELV) For more information see installation guidelines
+ Fully tested with Lutron Diva (DVLV-600P) dimmer and Lightcraft dimmable 
transformers 

+ Lumens calculated at 3500K 
  (-5% for 2700K)

dimensions

1-3/4” W

1/2” H

1/4” D

2-3/8” W

1/2” H

1/4” D

4-3/4” W

1/2” H

1/4” D

micro niche
LED-RC-0.25W

mini niche
LED-RC-1W

mighty niche
LED-RC-2W


